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Self-adhesive collar can be placed where screw mounting is not possible. 
Suitable for FLEXIMARK LMB and TMB labels and Trasp™ Characters. 
 
       

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Technical data     
Material:       PVC / ACR 
Adhesive:       Acrylic based 
Operating temperature:      -15°C to +70°C 
Recommended storage:      21°C and 50% RH, <two years 
 
Mounting:  
For maximum adhesive, leave label in place for at least 24h. 
 
Other product data:  
ETIM Classification:      EC001288 
Fire classification:     UL-94 V0 
 
Advantages:  
Together with tag labels and LMB labels, this becomes a reliable labelling solution. The component collar is self-adhesive 
with an effective scratch protection, which means that the marking can withstand most environmental stresses.  
  

 
  



 DATA SHEET 
 Valid from: 

2019-11-07 FLEXIMARK® Collar self-adhesive 
 

Creator: Fleximark/LR 
Document: DB83290194EN Collar self-adhesive 
Version: 00 Page 2 of 2 

 
No.: 0019/0894 

 

Product data: 
 
 
 
 

 
 
 
 
Related products 
FLEXIMARK Collar self-adhesive is suitable for FLEXIMARK LMB and FLEXIMARK TMB labels as well as 3M™ Trasp™ characters. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Note: 
Pictures are not to scale and do not represent detailed images of each product. 

E-nummer Lapp 
article no.  

Article designation Length 
mm 

Colour Pieces/PU 

2941198 83290194 Collar self-adhesive 15mm TR 15 Transparent 500 


