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Data communication systems for ETHERNET technology
Cat. 6 • Patch Cord

•  Economical patch cords that fits into general 
commercial or industrial applications

Application range
•  Office Equipment connections
•  Control cabinet wiring
• Servers or routers

Product Features
•  Available in U/UTP PVC and 

F/UTP LSZH versions 
• Available in different lengths
• Popular colours in range, such as blue, 

yellow, orange, grey and black

Norms references / Approvals
•  In accordance to ANSI/TIA-568-C.2, 

ISO/IEC 11801

Product Make-up
•  Conductor type: Stranded bare copper wires
•  Core Insulation: HD Polyethylene 
•  Moulded RJ45 connectors

Benefits

CAT 6 PATCH CORDS
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Cord sets with RJ45 connectors for fixed installations

Technical data

Core identi�cation code
Pair 1 Blue + White/Blue
Pair 2 Orange + White/Orange
Pair 3 Green + White/Green
Pair 4 Brown + White/Brown

Test voltage
1000 V Dielectric test                 

Rated voltage

Temperature range
Fixed installation: -20°C to +65°C

150 V

For current information see: http://lappapac.lappgroup.com

If not otherwise specified, all values relating to the product are nominal values. Other value information, such as tolerances, for example, can be obtained on request 
where available and released for publishing.
Photographs are not to scale and do not represent detailed images of the respective products.
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