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MARINE & SUBMARINE CABLES – CUSTOMER’S SPECIFICATION

Date: __/__/__
Company :
Name/Function :
Phone :
Fax :
e-mail address :

Brief Application Description   :____________________________________________________________

___________________________________________________________________________________

□ Maintenance 

□ New Product 

□ Evolution of existing product 

□ competition replacement 

Total Length (meters with tolerance) :






Annual consumption (meters):

Minimum use Length (meters) :







Target price (Euro/m):
Electrical Conductors :

	N° of conductors or groups
(Pair, Triad,…)
	Cross section or components

 (Hose, Coaxial, POF,…)
	Electrical properties 

(C,L, bus…)
	Voltage
	Indiv.Shield 

(Y/N)

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


Type of conductors : 
□ Plain copper
□ Tinned copper
□ Silver-plated copper

Type of shield :
□ Braid
□ Spinning
□ Aluminum/polyester tape

Other specified electrical parameters :

Optical Fibers :

	Number of fibers
	Singlemode
	Multimode
	Tight-buffered
	Loose tube

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


Hoses :

	Number of hoses
	Inner / Outer diameter
	Working Pressure
	Reference Standard
	Use

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


Specified dimensions :
□ Outer diameter :
□ Other :

Working temperature :
□ Min (°C) :
□ Max (°C) :

Storage temperature :
□ Min (°C) :
□ Max (°C) :

Other climatic requirements :

Mechanical requirements :
□ Static cable
□ Dynamic cable

Minimum bending radius :
□ Static (mm) :
□ Dynamic (mm) :

Traction :
□ Working load (daN) :
□ Breaking load (daN) :

Armoring :
□ Central aramid strength member
□ Aramid braid


□ Galvanized steel braid
□ Stainless steel braid


□ Double layer steel wire armoring
□ Torque-balanced (YES/NO) :

Immersion :
□ Depth (m) :
□ Permanent (YES/NO) :

Density :
□ Floating cable (d<1)
□ Neutrally buoyant (tolerance) :


□ Other specified density :

Longitudinal watertightness :
□ YES/NO

Equipment :
□ Overmoulding
□ Mechanical terminations


□ Connectors, specify :

Other special requirement / Standards : _________________________________________________________________
____________________________________________________________________________________________________

QUOTATION NEEDED BY (specify date):      __/__/__
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