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Usage criteria EPIC® rectangular connectors/inserts

Page 526 526 527 527 528 528 529 529 530 530 531 532 532 533 534 534 535 535 536

EP
IC

®
 H

-A
 3

EP
IC

®
 H

-A
 4

EP
IC

®
 H

-A
 1

0

EP
IC

®
 H

-A
 1

6

EP
IC

®
 H

-A
 3

2

EP
IC

®
 H

-A
 4

8

EP
IC

®
 S

TA
 6

 

EP
IC

®
 S

TA
 6

EP
IC

®
 S

TA
 1

4

EP
IC

®
 S

TA
 1

4

EP
IC

®
 S

TA
 2

0

EP
IC

®
 S

TA
 2

0

EP
IC

®
 H

-Q
 5

EP
IC

®
 H

-D
 7

EP
IC

®
 H

-D
 7

EP
IC

®
 H

-D
 8

EP
IC

®
 H

-D
 1

5

EP
IC

®
 H

-D
 1

5

EP
IC

®
 H

-D
 2

5

EP
IC

®
 H

-D
 2

5

EP
IC

®
 H

-D
 4

0

  Parameter

Number of contacts 3  
+ PE

4  
+ PE

10  
+ PE

16  
+ PE

32  
+ PE

48  
+ PE 6 6 14 14 20 20 5  

+ PE
7  

+ PE
7  

+ PE 8 15  
+ PE

15  
+ PE

25  
+ PE

25  
+ PE

40  
+ PE

Connection system:� screw

� solder

� crimp

� cage clamp

Suitable contacts:� H-BE 2.5, machined

� H-D 1.6, machined

� H-D 1.6, stamped

Cross-section [mm2] 0.5 
- 2.5

0.5 
– 2.5

0.5 
– 2.5

0.5 
– 2.5

0.5 
– 2.5

0.5 
– 2.5

0.5 
– 1.5

max. 
1.5

0.5 
– 1.5

max. 
1.5

0.5 
– 1.5

max. 
1.5

0.5 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

IEC: rated voltage [V]� 400

� 250

� 24 AC/60 DC

� 230/400

� 24 AC/60 DC/250

� 500

IEC: rated current [A] 23 23 16 16 16 16 10 10 10 10 10 10 16 10 10 10 10 10 10 10 10

UL: rated voltage [V] 600 600 600 600 600 600 48 48 48 48 48 48 600 250 250 250 250 250 250 250 250

UL: rated current [A] 10 10 14 14 14 14 10 10 10 10 10 10 16 10 10 10 10 10 10 10 10

CSA: rated voltage [V] 400 400 600 600 600 600 48 48 48 48 48 48 600 - - - - - - - -

CSA: rated current [A] 10 10 16 16 16 16 10 10 10 10 10 10 16 - - - - - - - -

Suitable housing H-A 3 H-A 3 H-A 
10

H-A 
16

H-A 
32

H-A 
48 H-A 3 H-A 3 H-A 

10
H-A 
10

H-A 
16

H-A 
16 H-A 3 H-A 3 H-A 3 H-A 3 H-A 

10
H-A 
10

H-A 
16

H-A 
16

H-B 
16

Usage criteria EPIC® rectangular connectors/inserts

Page 536 537 537 538 538 539 539 540 540 540 542 542 542 544 544 544 546 546 546

EP
IC

®
 H

-D
 4

0

EP
IC

®
 H

-D
 6

4

EP
IC

®
 H

-D
 6

4

EP
IC

®
 H

-D
D

 2
4

EP
IC

®
 H

-D
D

 4
2

EP
IC

®
 H

-D
D

 7
2

EP
IC

®
 H

-D
D

 1
08

EP
IC

®
 H

-D
D

 1
44

EP
IC

®
 H

-D
D

 2
16

EP
IC

®
 H

-B
E 

6

EP
IC

®
 H

-B
E 

6

EP
IC

®
 H

-B
E 

6

EP
IC

®
 H

-B
E 

10

EP
IC

®
 H

-B
E 

10

EP
IC

®
 H

-B
E 

10

EP
IC

®
 H

-B
E 

16

EP
IC

®
 H

-B
E 

16

EP
IC

®
 H

-B
E 

16

EP
IC

®
 H

-B
E 

24

EP
IC

®
 H

-B
E 

24

EP
IC

®
 H

-B
E 

24

  Parameter

Number of contacts 40 
+ PE

64 
+ PE

64 
+ PE

24 
+ PE

42 
+ PE

72 
+ PE

108 
+ PE

144 
+ PE

216 
+ PE

6 
+ PE

6 
+ PE

6 
+ PE

10 
+ PE

10 
+ PE

10 
+ PE

16 
+ PE

16 
+ PE

16 
+ PE

24 
+ PE

24 
+ PE

24 
+ PE

Connection system:� screw

� solder

� crimp

� cage clamp

Suitable contacts:� H-BE 2.5, machined

� H-D 1.6, machined

� H-D 1.6, stamped

Cross-section [mm2] 0.14 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

0.14 
– 2.5

0.5 
– 2.5

0.5 
– 4.0

0.5 
– 2.5

0.5 
– 2.5

0.5 
– 4.0

0.5 
– 2.5

0.5 
– 2.5

0.5 
– 4.0

0.5 
– 2.5

0.5 
– 2.5

0.5 
– 4.0

0.5 
– 2.5

IEC: rated voltage [V]� 400

� 250

� 24 AC/60 DC

� 230/400

� 24 AC/60 DC/250

� 500

IEC: rated current [A] 10 10 10 10 10 10 10 10 10 16 16 16 16 16 16 16 16 16 16 16 16

UL: rated voltage [V] 250 250 250 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600

UL: rated current [A] 10 10 10 8.5 8.5 8.5 8.5 8.5 8.5 16 16 16 16 16 16 16 16 16 16 16 16

CSA: rated voltage [V] - - - 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600

CSA: rated current [A] - - - 10 10 10 10 10 10 16 16 16 16 16 16 16 16 16 16 16 16

Suitable housing H-B 
16

H-B 
24

H-B 
24

H-B
 6

H-B 
10

H-B 
16

H-B 
24

H-B 
32

H-B 
48

H-B
 6

H-B
 6

H-B
 6

H-B 
10

H-B 
10

H-B 
10

H-B 
16

H-B 
16

H-B 
16

H-B 
24

H-B 
24

H-B 
24

A10  Selection tables
Technical data for EPIC® rectangular connectors
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Selection tables  A10
Technical data for EPIC® rectangular connectors

Usage criteria EPIC® rectangular connectors/inserts

Page 548 548 549 549 550 550 551 551 551 554 554

EP
IC

®
 H

-B
E 

32

EP
IC

®
 H

-B
E 

32

EP
IC

®
 H

-B
E 

32

EP
IC

®
 H

-B
E 

48

EP
IC

®
 H

-B
E 

48

EP
IC

®
 H

-B
E 

48

EP
IC

®
 H

-E
E 

10

EP
IC

®
 H

-E
E 

18

EP
IC

®
 H

-E
E 

32

EP
IC

®
 H

-E
E 

46

EP
IC

®
 H

-E
E 

64

EP
IC

®
 H

-E
E 

92

EP
IC

®
 H

-B
S 

6

EP
IC

®
 H

-B
S 

12

EP
IC

®
 H

-B
VE

 3

EP
IC

®
 H

-B
VE

 6

EP
IC

®
 H

-B
VE

 1
0

EP
IC

®
 T

er
m

in
al

 a
da

pt
er

  
TB

-H
-B

E 
6

EP
IC

®
 T

er
m

in
al

 a
da

pt
er

  
TB

-H
-B

E 
10

EP
IC

®
 T

er
m

in
al

 a
da

pt
er

  
TB

-H
-B

E 
16

EP
IC

®
 T

er
m

in
al

 a
da

pt
er

  
TB

-H
-B

E 
24

  Parameter

Number of contacts 32 
+ PE

32 
+ PE

32 
+ PE

48 
+ PE

48 
+ PE

48 
+ PE

10 
+ PE

18 
+ PE

32 
+ PE

46 
+ PE

64 
+ PE

92 
+ PE

6 
+ PE

12 
+ PE

3 + 2 
+ PE

6 + 2 
+ PE

10 + 2 
+ PE

6 
+ PE

10 
+ PE

16 
+ PE

24 
+ PE

Connection system:� screw

� solder

� crimp

� cage clamp

Suitable contacts:� H-BE 2.5, machined

Cross-section [mm2] 0.5
– 2.5

0.5
– 4.0

0.5
– 2.5

0.5
– 2.5

0.5
– 4.0

0.5
– 2.5

0.5
– 4.0

0.5
– 4.0

0.5
– 4.0

0.5
– 4.0

0.5
– 4.0

0.5
– 4.0

0.5
– 6.0

0.5
– 6.0

0.5
– 2.5

0.5
– 2.5

0.5
– 2.5

0.5
– 4.0

0.5
– 4.0

0.5
– 4.0

0.5 
– 4.0

IEC: rated voltage [V]� 500 500 500 500 500 500 500 500 500 500 500 500 500 500 630 630 630 500 500 500 500

IEC: rated current [A] 16 16 16 16 16 16 16 16 16 16 16 16 35 35 16 16 16 16 16 16 16

UL: rated voltage [V] 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600

UL: rated current [A] 16 16 16 16 16 16 16 16 16 16 16 16 35 35 16 16 16 16 16 16 16

CSA: rated voltage [V] 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600

CSA: rated current [A] 16 16 16 16 16 16 16 16 16 16 16 16 35 35 16 16 16 16 16 16 16

Suitable housing: H-B 
32

H-B 
32

H-B 
32

H-B 
48

H-B 
48

H-B 
48

H-B
6

H-B 
10

H-B 
16

H-B 
24

H-B 
32

H-B 
48

H-B 
16

H-B 
32

H-B 
10

H-B 
16

H-B
24

H-B
6

H-B 
10

H-B 
16

H-B 
24

Usage criteria EPIC® rectangular connectors/inserts

Page 572 575 574 575 573 575 576 576 576 576 577 578 578 578 579 583 583 583 583

EP
IC

®
 M

C
 m

od
ul

e 
H

C
1 

+ 
PE

EP
IC

®
 H

E 
4-

pi
n 

m
od

ul
e

EP
IC

®
 M

C
 m

od
ul

e 
H

C
3

EP
IC

®
 M

C 
m

od
ul

e 
H

C4
 +

 P
E

EP
IC

®
 M

C
 m

od
ul

e 
H

C
2

EP
IC

®
 3

-p
in

 m
od

ul
e

EP
IC

®
 4

-p
in

 m
od

ul
e,

 
ca

ge
 c

la
m

p

EP
IC

®
 5

-p
in

 m
od

ul
e

EP
IC

®
 1

0-
pi

n 
m

od
ul

e,
 

m
ac

hi
ne

d

EP
IC

®
 1

0-
pi

n 
m

od
ul

e,
 

st
am

pe
d

EP
IC

®
 2

0-
pi

n 
m

od
ul

e

EP
IC

®
 3

-p
in

 m
od

ul
e 

co
ax

ia
l

EP
IC

®
 P

ro
fib

us
 D

P 
m

od
ul

e

EP
IC

®
 U

ni
ve

rs
al

 B
us

 m
od

ul
e

EP
IC

®
 R

J4
5 

m
od

ul
e

EP
IC

®
 M

C
R 

6 
m

od
ul

e 
fr

am
e

EP
IC

®
 M

C
R 

10
 m

od
ul

e 
fr

am
e

EP
IC

®
 M

C
R 

16
 m

od
ul

e 
fr

am
e

EP
IC

®
 M

C
R 

24
 m

od
ul

e 
fr

am
e

  Parameter

Number of contacts 1 
+ PE 4 3 4 

+ PE 2 3 4 5 10 10 20 3 2 + 
screen

4 + 
screen

8 + 4 – – – –

Connection system:� screw

� solder

� crimp

� cage clamp

Suitable contacts:� MC 3.6, machined

� MC 2.5, stamped

� H-BE 2.5, machined

� MC 2.5, machined

� H-D 1.6, machined

� H-D 1.6, stamped

� MD 1.0, stamped

� MC coaxial

� for 2 modules

� for 3 modules

� for 5 modules

� for 7 modules

Cross-section [mm2] 10.0 
– 25.0

0.5 
– 4.0

1.5 
– 10.0

0.5 
– 2.5

10.0 
– 25.0

1.5 
– 10.0

0.5 
– 2.5

0.5 
– 4.0

0.14 
– 2.5

0.14 
– 2.5

0.08 
– 0.52 – max. 

1.5
max. 
1.5

Cat.5 
0.14
– 2.5

– – – –

IEC: rated voltage [V]� 1000 630 1000 1000 1000 630 400 400 250 250 100 250 30 30 125/ 
600 – – – –

IEC: rated current [A] 82 25 50 16 82 40 14 20 10 10 4 - 1 1 1.5/ 
10 – – – –

UL: rated voltage [V] 600 – – – 600 600 600 400 250 – 100 – – – – – – – –

UL: rated current [A] 82 – – – 82 40 14 20 10 – 4 – – – – – – – –

CSA: rated voltage [V] – – – – – 600 600 400 240 – 100 – – – – – – – –

CSA: rated current [A] – – – – – 35 14 16 10 – 4 – – – – – – – –

Suitable housing: ** ** ** ** ** ** ** ** ** ** ** ** ** ** ** H-B 
6

H-B
10

H-B
16

H-B 
24

**�Module frame
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